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ZERTIFIKAT ¢ CERTIFICATE o

CERTIFICATE / SERTIFIKA  ustio Sance

Fire test on PN 40 (30 #) and DN 50 (2”) PISTON Valve
PN 40 (300 #), DN 50 (2”) PISTONLU Vana Yangin Testi

User “ Kullanicr . General / Genel

Project No. “ Proje No* : 13-B-00286/01 Rev 1

Manufacturer . YAKACIK VALF SAN. ve TIC. A.$. Cumhuriyet mah. Abdi
Imalatgi Ipekei Cad. No:2 34876 Yakacik / Kartal / istanbul / TURKIYE

Manufact. project no. : OE.21082013-1
Imalatgi Proje no 2

Manufacturer year o 2013

Imalat Yili

Drawings No. . In the related YAKACIK drawing No: YPG.7F.50.00
Resim No. . YAKACIK ilgili Resim No : YPG.7F.50.00

Max working pres. : 40 Bar ( PN 40 (300 #))

Max. Calisma Basinci

Related test standart : APl 6FA:2008 and ISO 10497:2010
Test Standardi :

Valve which has properties PN 40 (300 # ) and DN 50 ( 2" ) PISTON Valve has been Fire
tested According to related standarts APl 6FA and ISO 10497 under observation of TUV
SUD. Inspector in the YAKACIK Factory for general using purpose. After the satisfactory
results related Fire Test report of valve has been approved by TUV Inspector.

TUV SUD. inspector prepared and approved this certificate Due to Client request.

DN 50 ( 2 ) 6lgtistinde, PN 40 ( 300 # ) basing sinifindaki PISTONLU Vana APl 6FA ve
ISO 10497 standartlarinin gartlarina gére Yangin testine tabi tutulmustur. Yangin Testlerine
TUV SUD personeli nezaret ederek Test sonucu olumlu bulunan ilgili vanaya ait Yangin
testi Raporunu (QA-21082013-001) onaylamis ve firma talebi dogrultusunda bu Sertifika
diizenlenerek kullanima sunulmustur.

Test Date  “Test Tarihi” : 21.08.2013

Test Place “Test Yeri . Yakacik/ Kartal / Istanbul / TURKIYE
Qualification Range : DN 50 (2”) & Below,DN 65 (2 1/2"),
Kalifikasyon orani : DN 80 (3”), DN 100 (4”)

: PN 40 (300#), PN 63 (400#), P 100 (600%#),

Annex “Ekler’ : Eight page Test Reports “ st raporu”

Test Result : Satisfactory T
Test Sonucu - Uygun bulunmustur. %V\Y
Place / yer Date / tarih V SUD Tiirkiye
Istanbul-TURKEY 19.09.2013 HAKIM OZLUK
Mitglied der
CONFEDERATION EUROPEEN

TOV SUD / Tiirkiye Tel.: (+90) 212 347 98 10
Yildiz Posta Cad. No.17 Kat:5 Fax: (+90) 212 347 98 11

= )]
TR-34394 Esentepe / Istanbul / TURKIYE  e-mail: info@tuv-sud.com.tr TUV D’ORGANISMES DE CONTROLE



CERTIFICATE / SERTIEIKA mdt‘rae'srvice

Fire test on PN 40 (30 #) and DN 100 (4”) PISTON Valve
PN 40 (300 #), DN 100 (2”) PISTONLU Vana Yangin Testi

User “ Kullanici* . General / Genel

Project No. “ Proje No* : 13-B-00286/02

Manufacturer : YAKACIK VALF SAN. ve TIC. A.S. Cumhuriyet mah. Abdi
Imalatgi ipekci Cad. No:2 34876 Yakacik / Kartal / istanbul / TURKIYE

Manufact. project no. : OE.21082013-2
Imalatg! Proje no ;

Manufacturer year . 2013

Imalat Yili

Drawings No. . In the related YAKACIK drawing No: YPG.7F.81.00
Resim No. ;. YAKACIK ilgili Resim No : YPG.7F.81.00

Max working pres. : 40 Bar (PN 40 (300#))

Max. Calisma Basinci

Related test standart : API6FA:2008 and ISO 10497:2010
Test Standardi :

Valve which has properties PN 40 (300 # ) and DN 100 ( 4” ) PISTON Valve has been Fire
tested According to related standarts APl 6FA and ISO 10497 under observation of TUV
SUD. Inspector in the YAKACIK Factory for general using purpose. After the satisfactory
results related Fire Test report of valve has been approved by TUV Inspector.

TUV SUD. inspector prepared and approved this certificate Due to Client request.

DN 100 ( 4 “) 6lgtistinde, PN 40 ( 300 # ) basing sinifindaki PISTONLU Vana APl 6FA ve
ISO 10497 standartlarinin gartlarina gére Yangin testine tabi tutulmustur. Yangin Testlerine
TUV SUD personeli nezaret ederek Test sonucu olumlu bulunan ilgili vanaya ait Yangin
testi Raporunu (QA-21082013-002) onaylamis ve firma talebi dogrultusunda bu Setrtifika
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|||’"t| diizenlenerek kullanima sunulmustur.
e Test Date  “Test Tarih? © 21.08.2013
@& Test Place “Test Yer . Yakacik/ Kartal / Istanbul / TURKIYE
L Qualification Range : DN 100 (4”), DN 125 (5”), DN 150 (6”), DN 200 (8")
: Kalifikasyon orani : PN 40 (300#), PN 63 (400#), PN 100 (600#),
C_.') Anex “Ekler’ : Eight page Test Reports “8 sayfa Test raporu”
|2
— Test Result . Satisfactory
E Test Sonucu : Uygun bulunmustur. y &) / AN
el /W hsw
() ’ il b

Place / yer Date / tarih Tu_y/ﬁu,bﬁ?urklye

”J v |/

. 14// )f /r"
E Istanbul-TURKEY 27.08.2013 HAKIM OZLUK
=
[ Mitglied der
'-_': CONFEDERATION EUROPEEN
P et
oc TUV SUD / Tiirkiye Tel.: (+90) 212 347 98 10
LLl Yildiz Posta Cad. No.17 Kat:5 Fax: (+90) 212 347 98 11 ®
N TR-34394 Esentepe / Istanbul / TURKIYE e-mail: info@tuv-sud.com.tr TUV D'ORGANISMES DE CONTROLE
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