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YAKACIK VALF

* For temperatures below  -10 C, stud and nut material should be stainless steel.
** For temperatures upto +200 C, KFC sealing ring should be used.

Ball Valve 
KHI 150 - 200 
Two Piece 
Full Bore 
Flanged 

Material Type Cast Iron Ductile Iron Cast Steel Stainless Steel

Size  DN150-200  DN150-200  DN150-200  DN150-200

Pressure Class  PN16  PN25  PN40  PN40

Dimensions  DIN EN 558/12. serie  DIN EN 558/12. serie  DIN EN 558/12. serie  DIN EN 558/12. serie

Assembly Flanged according      
DIN EN 1092-2

 Flanged according  
DIN EN 1092-2

Flanged according     
DIN EN 1092-1

 Flanged according            
DIN EN 1092-1

Temperature  -10 C +180 C  -10 C +180 C  -30 C* +180 C -40 C* +180 C**

Material Code  II  III  VII  Xb

DN Dimensions Assembly Size

Type L H G
PN16 PN25 PN40

f D b g Hole Nr. l k f D b g Hole Nr. l k f D b g Hole Nr. l k

KHI 150 394 263 650 3 285 26 212 8 23 240 3 300 28 218 8 28 250 3 300 28 218 8 26 250

KHI 200 457 337 700 3 340 30 268 12 23 295 3 360 30 278 12 28 310 3 375 34 285 12 30 320

P. No Parça Adı Pik Sfero Çelik Paslanmaz Paslanmaz MİKT.

1  Gövde  GJL 250  0.7040  1.0619  1.4308  1.4408 1

2  Kapak  GJL 250  0.7040  1.0619  1.4308  1.4408 1

3  Hareket Mili  1.4021  1.4021  1.4021  1.4301  1.4401 1

4  Küre  1.4016  1.4016  1.4016  1.4308  1.4408 1

5  Alt Yatak  1.4021  1.4021  1.4021  1.4301  1.4401 1

6  Hareket Mili Yatağı  GJL250+Fosfat  GJL250+Fosfat  GJL250+Fosfat  1.4308  1.4408 1

P. No Parça Adı Pik Sfero Çelik Paslanmaz Paslanmaz MİKT.

7  Tahdit Kapağı  GJL 250  1.0619  1.0619  1.4308  1.4408 1

8  Hareket Kolu Uzatması  St-42  St-42  St-42  1.4301  1.4104 1

9  Kısa Kol  0.7040  0.7040  1.0619  1.4308  1.4408 1

10  Rondela  1.4301  1.4301  1.4301  1.4301  1.4401 1

11  Conta  KFC-25  KFC-25  KFC-25  KFC-25  KFC-25 1

12  Conta  Bakır  Bakır  Bakır  1.4301  1.4401 1

13  Kaydırıcı Rondela  KFC-25  KFC-25  KFC-25  KFC-25  KFC-25 1

14  Conta  KFC-25  KFC-25  KFC-25  KFC_25  KFC-25 1

15  Tahdit Kapak Contası  PTFE  PTFE  PTFE  PTFE  PTFE 2

16   O-ring  Viton  Viton  Viton  Viton  Viton 1

17  Yan Kapak Contası  PTFE  PTFE  PTFE  PTFE PTFE 3

18  O-ring  Viton  Viton  Viton  Viton  Viton 2

19  U-Manşet  KFC-25  KFC-25  KFC-25  KFC-25  KFC-25 2

20  Sızdırmazlık Elemanı  1.4301+teflon  1.4301+teflon  1.4301+teflon  1.4301+teflon  1.4301+teflon 2

21  Tel Segmanı  1.4301  1.4301  1.4301  1.4301  1.4301 2

22  Dayama Ringi  GJL250+Fosfat  GJL250+Fosfat  GJL250+Fosfat  1.4308  1.4408 2

23  Rondela  St-37+Gal  St-37+Gal  St-37+Gal  A2-70  A2-70 2

24  Cıvata  8.8+Gal  8.8+Gal  8.8+Gal  A2-70  A2-70 1

25  Emniyet Segmanı  55si7  55si7  55si7  A2-70  A2-70 2

26  Cıvata  8.8+Gal  8.8+Gal  8.8+Gal  A2-70  A2-70 1

27  Cıvata  8.8+Gal  8.8+Gal  8.8+Gal  A2-70  A2-70 4

28  Somun  8.8+Gal  8.8+Gal  8.8+Gal  A2-70  A2-70 1

29  Saplama  St-42  St-42  St-42  1.4301  1.4301 8

30  Pim  St-42+Gal  St-42+Gal  St-42+Gal  1.4301  A2-70 8

31  Alt Yatak Cıvatası  8.8+Gal  8.8+Gal  8.8+Gal  A2-70  A2-70 1

32  Kama  1.4021  1.4021  1.4021  1.4301  1.4301 1

33  Hareket Mili Bileziği  KFC-25  KFC-25  KFC-25  KFC-25  KFC-25 2

34  Alt Yatak Bileziği  KFC-25  KFC-25  KFC-25  KFC-25  KFC-25 2

P.No Part Name Cast Iron Ductile Iron Cast Steel St. Steel St. Steel

1 Body GJL 250 0.7040 1.0619 1.4308 1.4408

2 Bonnet GJL 250 0.7040 1.0619 1.4308 1.4408

3 Valve Stem 1.4021 1.4021 1.4021 1.4301 1.4401
4 Ball 1.4016 1.4016 1.4016 1.4308 1.4408
5 Lower Bearing 1.4021 1.4021 1.4021 1.4301 1.4401

6 Valve Stem Bearing GJL250+P GJL250+P GJL250+P 1.4308 1.4408

7 Bonnet GJL 250 1.0619 1.0619 1.4308 1.4408

8 Moving Handle Ext. St-42 St-42 St-42 1.4301 1.4104

9 Short Handle 0.7040 0.7040 1.0619 1.4308 1.4408
10 Washer 1.4301 1.4301 1.4301 1.4301 1.4401
11 Gasket KFC-25 KFC-25 KFC-25 KFC-25 KFC-25

12 Gasket Copper Copper Bakır 1.4301 1.4401

13 Washer KFC-25 KFC-25 KFC-25 KFC-25 KFC-25

14 Gasket KFC-25 KFC-25 KFC-25 KFC-25 KFC-25

15 Bonnet Gasket PTFE PTFE PTFE PTFE PTFE

16 O-ring Viton Viton Viton Viton Viton

17 Side Bonnet Gasket PTFE PTFE PTFE PTFE PTFE

P.No Part Name Cast Iron Ductile Iron Cast Steel St. Steel St. Steel

18 O-ring Viton Viton Viton Viton Viton

19 U-Seat KFC-25 KFC-25 KFC-25 KFC-25 KFC-25

20 Sealing Element 1.4301+PTFE 1.4301+PTFE 1.4301+PTFE 1.4301+PTFE 1.4301+PTFE

21 Wire Ring 1.4301 1.4301 1.4301 1.4301 1.4301

22 Seat Ring GJL250+P GJL250+P GJL250+P 1.4308 1.4408

23 Washer St-37+Gal St-37+Gal St-37+Gal A2-70 A2-70

24 Bolt 8.8+Gal 8.8+Gal 8.8+Gal A2-70 A2-70

25 Safety Ring 55Si7 55Si7 55Si7 A2-70 A2-70

26 Bolt 8.8+Gal 8.8+Gal 8.8+Gal A2-70 A2-70

27 Bolt 8.8+Gal 8.8+Gal 8.8+Gal A2-70 A2-70

28 Nut 8.8+Gal 8.8+Gal 8.8+Gal A2-70 A2-70

29 Stud St-42 St-42 St-42 1.4301 1.4301

30 Pin St-42+Gal St-42+Gal St-42+Gal 1.4301 A2-70
31 Lower Bearing Bolt 8.8+Gal 8.8+Gal 8.8+Gal A2-70 A2-70

32 Cotter 1.4021 1.4021 1.4021 1.4301 1.4301

33 Valve Stem Ring KFC-25 KFC-25 KFC-25 KFC-25 KFC-25

34 Lower Bearing Ring KFC-25 KFC-25 KFC-25 KFC-25 KFC-25

Fluid Types
Water, hot water, pressurized air,
LPG, gas, etc.
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P.No Cast Iron Cast Steel Stainless St.Part Name P.No Cast Iron Cast Steel Stainless St.Part Name
1

2

3
4

5
6

7
8
9

10 1.4021Gland Retainer 1.4021 1.4021

PTFE
St. Steel Washer 1.4301 1.4301 1.4301
Stuffing Washer PTFE PTFE

PTFE
Washer KFC KFC KFC
Bonnet Gasket PTFE PTFE

1.4308
Ball Valve Ring PTFE PTFE PTFE
Ball 1.4016-1.4021***

1.4308

Valve Stem 1.4021 1.4021 1.4301

Bonnet GJL 250 1.0619

Body GJL 250 1.0619 1.4308 11
12

13
14

15

17

18

19

Handle St-42 St-42 1.4301

A2-70
Nut 8.8 + Gal. 8.8 + Gal. A2-70

Bolt 8.8 + Gal. 8.8 + Gal.

1.4301
Anti - Static Spring -------- -------- 1.4301

Anti - Static Ball -------- --------

1.4301

Pin St-42 +Gal. St-42 +Gal. 1.4301

Circlip 55Si7 55Si7

1.4301St-42 +Gal. St-42 +Gal.

YHİ 15 115 89 130 15 2 95 14 45 4 14
YHİ 20 120 106 160 20 2 105 16 58 4 14
YHİ 25 125 110 160 25 2 115 16 68 4 14
YHİ 32 130 123 200 32 2 140 18 78 4 18
YHİ 40 140 130 200 40 3 150 18 88 4 18
YHİ 50 150 137 280 50 3 165 20 102 4 18
YHİ 65 170 147 280 65 3 185 20 122 4 18
YHİ 80 180 186 450 80 3 200 22 138 8 18
YHİ 100 190 200 450 100 3 220 24 158 8 22
YHİ 125 325 254 650 125 3 250 26 188 8 28

65 15 95
75 20 105
85 25 115

100 32 140
110 40 150
125 50 165
145 65 185
160 80 200
180 100 235
210 125 270

14
16
16
18
18
20
22
24
24
19

45 414 65
58 414 75
68 414 85
78 418 100
88 418 110

102 418 125
122 819 145
138 819 160
162 819 190
188 819 220

DN

Type L H G d D b

Dimensions Assembly Size
PN16

Delik ad. lf k f D b g Delik ad.d l k
PN25 

g

16 1.4310Belleville Washer 50CrV4 50CrV4

Order Code

Material Code

Temperature **

Assembly

Dimensions

Pressure Class

Size

Material Type

YBF.2F.__.00

2

-10°C  +180°C

EN 1092-2

DN15-DN100 EN 558/14.serie 
DN125-DN200 EN 558/15.serie

PN16

DN15-200

Cast Iron

YBF.8F.__.00

3

EN 1092-2

DN15-DN100 EN 558/14.serie 
DN125-DN200 EN 558/15.serie

PN25

DN15-200

EN 1092-1

7

YBF.7F.__.00

PN40

DN15-100 EN 558/14.serie 
DN125-200 EN 558/15.serie

Ductile Iron
DN15-200

-10°C * +180°C -30°C * +180°C

* For temperatures below -10°C stud and nut material should be stainless steel.
** Maximum temperature is +200°C if YFC is  used  instead  of  PTFE. 
*** For  DN15, DN 20, DN25 ve DN32 : 1.4021

Ball Valve
Type: 2P1

Two Piece

DN15 - DN100 : F4
DN125 - DN200 : F5

19

Stainless Steel

EN 1092-1

9

YBF.9F.__.00

PN40

DN15-100 EN 558/14.serie 
DN125-200 EN 558/15.serie

DN15-200

-40°C * +180°C

Cast Steel

Washer

YHİ 150 350 263 650 150 3 285 26 212 8 28240 300 20 218 823 250

2
2
2
2
3
3
3
3
3
3

YHİ 200 400 337 700 200 3 340 30 268 12 28295 360 22 285 1223 310
150   3
200   3

1.4021

15
20
25
32
40
50
65
80

100
125

d

150
200

2
2
2
2
3
3
3
3
3
3

f

3
3

95
105
115
140
150
165
185
200
235
270

D

300
375

16
18
18
18
18
20
22
24
24
26

b

28
34

45
58
68
78
88

102
122
138
162
188

g

218
285

4
4
4
4
4
4
8
8
8
8

Delik ad.

8
12

14
14
14
18
18
18
18
18
22
26

l

26
30

65
75
85

100
110
125
145
160
190
220

k

250
320

PN40

l

Full Bore
Flanged 



Ball Valve
Type : 2P2
Metal Seated
Max. Temperature: 400 °C 

Two Piece, Flanged, Full Bore 
PN40, DN15 - DN100

www.yakacikvalf.com.tr

Body Wall Thickness: EN 12516-1
Flange Connection: EN 1092-1
Face to Face Length: EN 558, Serie 1
Seat Tigthness: ANSI/FCI 70-2, Class IV
Test: EN 12266-1
Actuator/Gearbox Connection: ISO 5211

Suitable Media:
Mining slurry, paper pulp, crystallizing liquids, hot 
oil, abrasive fluids, ...

All Soft Seals: Graphite
Ball and Seat Materials: Stainless Steel 1.4016 (430), 1.4308 (304), 1.4408 (316)
Ball and Seats: Hard metal or ceramics coated
Coatings: Stellite, Tungsten Carbide, Chromium Carbide, Aluminum Oxide, Titanium Oxide, ...
Body Materials: Carbon Steel 1.0619, Stainless Steel 1.4308 (304), 1.4408 (316)

Spring Loaded Seat

N : Number of bolt holes
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