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Yakac kı
Ball Valves

Application Examples

Advantages

Good leakproofing characteristics

PTFE supported stainless steel disc spring

Double safety

Maintenance free

Economical, easy to service

YAKACIK Ball Valves are used for
various types of fluids such as hot
water, pressurized air, LPG and LNG.
In almost all process industries like oil
refinery plants, ball valves are widely
employed.

Design and modification rights are reserved
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Yakac kı
Ball Valves

YHI 15-125 Full Bore

YHI 15/10 - 150/125 Reduced Bore

YHI 150-250 Full Bore

YHI 200/150 - 300/250 Reduced Bore

YHMI 1/4"-3" YHSI 3/8"-1 ½" Full Bore

YHI 1/2"/10 -2 1/2"/50 Reduced Bore

YHI 65/50 - 100/80 Short Reduced Bore

YHSVI 2"-4" Full Bore

Design and modification rights are reserved
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PTFE (Teflon)

Stainless Steel

Disc Spring

Double

Safety

Maintenance

Free

Economic,

Easy to Repair

Long

Service Life

Yakac kı
Ball Valves

YAKACIK Ball Valves
utilize PTFE which has
very low coefficient of
f r ic t ion and good
elasticity. By avoiding
metal to metal friction,
the valve is operated
with low opening and
closing moments.

Since the ball valve
h a s t w o s e a l i n g
elements, one at inlet
and the other at outlet
doub le sa fe t y i s
achieved. Stuffing box
b e c o m e s u n l o a d
and service life is
extended.

The Belleville washer
which is placed under
the valve stem nut,
enhances leakproofing.
By time if leakage
occurs, it can be fixed
by just tightening the
spindle nut.

YAKACIK Ball Valves
has three-pieces
structure. The middle
part includes the
components which
should be replaced
in case of leakage.

YAKACIK Ball Valves
have   long   service   life.
Al l spare parts are
available. In case of
leakage, by just replacing
the malfunctioning part,
the problem may be
solved with low cost
and in short time.

Design and modification rights are reserved
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Yakac kı
Ball Valves

Moving Handle

Valve Stem

Leakproofing Ring

Valve Stem Nut

Washer

Gland Retainer

Labyrinth Stuffing Box

Stud

Leakproofing Ring
Outer PTFE

Leakproofing Ring Inner
Stainless Metal Sheet

Leakproofing Ring Outer
Stainless Metal Sheet

Leakproofing Ring
Inner PTFE

Ball

Washer

Body

Safety Ring

Bonnet

Design and modification rights are reserved
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Sealing System

 Double Sealing, Double Safety
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Full Bore Ball Valves Flow Coefficient and Zeta-value K and( v )�

Yakac kı
Ball Valves

A

B

CD 2

1
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4

A -  PTFE

C -  PTFE

D - Stainless Ball

Reduced Ball Valves Flow Coefficient and Zeta-value K and( v )�

Pressure Drop Formula

Kv

Kv

This component prevents leakage to outside. Elastic property enhances sealing capacity.

B - Disc Spring

Stainless steel diaphram disc functions as preloaded spring.

Two sealing rings, one at inlet and the other at outlet
provide double safety.

p=Δ (mm )WC

p=Δ ( ) xx
2

1000

ξ
W²
2g

ρ

Q
Kv

ρ

Pressure formula p= pressure (mm )drop drop WCΔ

ξ : zeta value

W : fluid velocity, m/s

2g : 20 m/s²

ρ : 1000 kg/m³

Kv : flow coefficient, m³/h. For p = 10 mWCΔ

Q : flow rate, m /h³
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This ring provides inner leakproof. PTFE ring is
housed in all four directions and it is not under the 
direct impact of flowing fluid. Standard PTFE rings 
may be used upto 180°C. KFC rings may be used 
upto 200°C.



Yakac kı
Ball Valves

Leakproofing at Valve Stem

1- Labyrinth stuffing box

A ;dvantages

2- Belleville washers
1

2

KFC

Stainless
Steel

PTFE

Elasticity of labyrinth stuffing box and Belleville washers, contributes
to sealing capacity.

Consists of a teflon part and a stainless steel
gasket. Upper and lower gaskets are KFC.

Due to low deformation, no need for maintenance for a long time.
Good thermal conductivity.
Outstanding sealing capacity at low pressures.

This leakproofing system (Labyrinth stuffing box and Belleville washers) needs no maintenance for a long time.
If leakage occurs, by just tightening the valve stem nut, leakproofing is re-established.
If the stuffing box is deformed, it can be easily replaced.

They are placed under the valve stem nut. When the nut is
tightened, Belleville washers are axially preloaded. This creates
continuous pressure in the stuffing box. So, fluid pressure and
temperature changes are compensated.

If pressure level exceeds 16 bar, steel support rings prevent the leakproofing elements to be overloaded.

For full bore type, sizes DN150 and bigger and for reduced bore
type, sizes DN200 and bigger, bottom bearing system is applicated.
Bottom bearing fixes the vertical axis and the forces applied on
sealing elements at inlet and outlet sides become even. This
situation increases the service life. Especially if the valve is vertically
mounted in the piping system, the bearing prevents the bottom
sealing element to be overloaded by the weight of the ball.

Cast iron valve’s body is manufactured from 0.7040 ductile cast iron.
So, resistance to thermal shocks is improved.

Design and modification rights are reserved
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Ball Valves
YHI 15 - 125
Type: Full Bore

Flanged

Fluid Types
Water, hot water, pressurized air,

Order Code

Material Code

Temperature

Assembly

Dimensions

Pressure Class

Size

Material Type

P.No Cast Iron Cast Steel St. SteelPart Name P.No Cast Iron Cast Steel St. SteelPart Name

YBF.2F.__.00

2

+180°C

Flanged according
to DIN EN 1092-2

DIN EN 558/1.serie

PN16

DN15-125

Cast Iron

YBF.7F.__.00

7

to DIN EN 1092-1
Flanged according

DIN EN 558/1.serie

PN40

DN15-125

Cast Steel

to DIN EN 1092-1
Flanged according

9

YBF.9F.__.00

PN40

DIN EN 558/1.serie

Stainless Steel

DN15-125

1

2

3

4

5

6

7

8

9

10 Gland Retainer

St. Steel Washer

Washer

Stuffing Teflon

Washer

Ball Valve Ring

Ball

Valve Stem

Bonnet

Body 11

12

13

14

15

16

17

18

19

Handle

Nut

Stud

Belleville Washer

Valve Stem Nut

Pin

Safety Ring

Seat Pin

Plastic Handle

* °CFor temperatures below -10 stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used 
*** For    DN 15  DN20 and DN25 : 1.4021

**** DN15 D 20   1.4401For and N :
***** DN15   Ck22For :
****** D 65   GJL 250For N :

Design and modification rights are reserved
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Ductile Iron

DN15-125

PN25

DIN EN 558/1.serie

-10°C + °C180

8

Y .8F.__.00BF

- 0°C * + °C3 180 - 0°C * + °C4 180 **

Flanged according
to DIN EN 1092-2 LPG, gas, etc.

Ductile Iron

1.4021

1.4301

KFC

PTFE

St-42 + Gal.

1.4301/

1.40  6 ***1  -1.4021

1 40.    21

GJL 250

GJL 250

0.7040

0.7040

1.4021

1.4301

KFC

PTFE

St-42 + Gal.

1.4301/PTFE

1.40  6 ***1  -1.4021

1 40.    21

1.4021

1.4301

KFC

PTFE

St-42 + Gal.

1.4301/PTFE

1.40  6***1

1 40.    21

1.0619

1.0619*****

1 4  01.  3

KFC

1.4  013

1 4  01.  3

PTFE

1.4  08****3

1.4  01/3     PTFE

1.4  083

1 4  01.  3

1.4  083

Ductile Iron

St-42 St-42 1.4301

1.4301

8.8 + Gal. 8.8 + Gal. A2-70

St-42 St-42

A2-70

50CrV4 50CrV4 1.4  013

8.8 + Gal. 8.8 + Gal.

1.4301

St-42 +Gal. St-42 +Gal. 1.4301

55Si7 55Si7

-------- St-42+Gal.****** --------

PvcPvc Pvc

St-42

8.8 + Gal.

St-42

50CrV4

8.8 + Gal.

St-42 +Gal.

55Si7

--------

Pvc

YHİ 15 130 89 130 15 2 95 14 45 4 14
YHİ 20 150 106 160 20 2 105 16 58 4 14
YHİ 25 160 110 160 25 2 115 16 68 4 14
YHİ 32 180 123 200 32 2 140 18 78 4 18
YHİ 40 200 130 200 40 3 150 18 88 4 18
YHİ 50 230 137 280 50 3 165 20 102 4 18
YHİ 65 290 147 280 65 3 185 20 122 4 18
YHİ 80 310 186 450 80 3 200 22 138 8 18
YHİ 100 350 200 450 100 3 220 24 158 8 22
YHİ 125 400 254 650 125 3 250 26 188 8 26

65 15 95
75 20 105
85 25 115
100 32 140
110 40 150
125 50 165
145 65 185
160 80 200
180 100 235
210 125 270

16
18
18
18
18
20
22
24
24
26

45 414 65
58 414 75
68 414 85
78 419 100
88 419 110

102 419 125
122 819 145
138 819 160
162 819 190
188 819 220

DN

Type L H G d D b

Dimensions Assembly Size

PN16

Hole Nr. lf k f D b g Hole Nr.d l k

PN25 - PN40
g

2
2
2
2
3
3
3
3
3
3

St. Steel

1 4  01.  3

KFC

1.4  013

1 4  01.  3

PTFE

1.4  08****4

1.4  01/4     PTFE

1.4  084

1 4  01.  4

1.4  084

St. Steel

1.4301

1.4301

A2-70

A2-70

1.4  013

1.4301

1.4301

--------

Pvc

St. Steel

1.4301

1.4301

A2-70

A2-70

1.4  013

1.4301

1.4301

--------

Pvc



Ball Valves
YHI 150 - 200
T :ype  Full Bore

Flanged

* °CFor temperatures below -10 , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used

Washer

Short Handle

Moving Handle Ext.

Bonnet

Valve Stem Bearing

Lower Bearing

Side Bonnet Gasket

O- ingR

Bonnet Gasket

Gasket

Washer

Gasket

Gasket

Ball

Valve Stem

Bonnet

Body

Design and modification rights are reserved
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Fluid Types
Water, hot water, pressurized air,

Order Code

Material Code

Temperature

Assembly

Dimensions

Pressure Class

Size

Material Type

YBF.2F.__.00

2

+180°C

Flanged according
to DIN EN 1092-2

PN16

Cast Iron

YBF.7F.__.00

7

to DIN EN 1092-1
Flanged according

PN40

Cast Steel

to DIN EN 1092-1
Flanged according

9

YBF.9F.__.00

PN40

Stainless SteelDuctile Iron

PN25

-10°C + °C180

8

Y .8F.__.00BF

- 0°C * + °C3 180 - 0°C * + °C4 180 **

Flanged according
to DIN EN 1092-2 LPG, gas, etc.

DIN EN 558/28.serie

DN150-200

DIN EN 558/27.serie

DN150-200

DIN EN 558/28.serie

DN150-200

DIN EN 558/28.serie

DN150-200

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

1.4301 1.4301 1.4 013

0.7040 0.7040 1.4 083

St-42 St-42 1 4 0. 3 1

GJL250 1.0619 1.4 083

GJL250+P GJL250+P 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

PTFE PTFE PTFE

Viton Viton Viton

PTFE PTFE PTFE

Copper Copper 1.4 013

KFC-25 KFC-25 KFC-25

1.40 61 1.40 61 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

GJL 250 1.0619 1.4 083

GJL 250 1.0619 1.4 083

1.4301

0.7040

St-42

1.0619

GJL250+P

1 40. 21

PTFE

Viton

PTFE

Copper

KFC-25

1.40 61

1 40. 21

0.7040

0.7040 O-ring Viton Viton Viton

34 KFC-25 KFC-25 KFC-25

KFC-25 KFC-25 KFC-25

1.4021 1.4021 1.4 013

8.8+ al.G 8.8+ al.G A2-70

St-42+ al.G St-42+ al.G 1.4301

St-42 St-42 1.4301

8.8+ al.G 8.8+ al.G A2-70

8.8+ al.G 8.8+ al.G A2-70

8.8+ al.G 8.8+ al.G A2-70

55si7 55si7 1.4 013

8.8+Gal 8.8+Gal A2-70

St-37+ al.G St-37+ al.G 1.4 03 1

GJL250+P GJL250+P 1.4 083

1.4301 1.4301 1.4 013

1.4301+PTFE 1.4301+PTFE 1.4301+PTFE

KFC-25 KFC-25 KFC-25

KFC-25 KFC-25 KFC-25

KFC-25 KFC-25 KFC-25

KFC-25

KFC-25

Viton

KFC-25

KFC-25

1.4021

8.8+ al.G

St-42+ al.G

St-42

8.8+ al.G

8.8+ al.G

8.8+ al.G

55si7

8.8+Gal

St-37+ al.G

GJL250+P

1.4301

1.4301+PTFE

KFC-25

P.Nr Cast Iron Cast lStee St. SteelPart Name Ductile Iron

U- eatS

Wire ingR

Sealing Element

Washer

Safety Ring

Bolt

Lower earing ngB Ri

Valve Stem Ring

Cotter

Lower earing oltB B

Pin

Stud

Nut

Bolt

Bolt

Seat ingR

P.Nr Cast Iron Cast lStee St. SteelPart Name Ductile Iron

YHİ 150 350 450 263 650 3 285 26 212 8 23

YHİ 200 400 550 337 700 3 340 30 268 12 23

240 300

295 360

28

34

218 8 26 250

274 12 26 310

DN

Type
L

PN25-PN40
H G

D b

Dimensions Assembly Size

PN16

Hole Nr. lf k f D b g Hole Nr. l k

PN25

g

3

3

PN16

300

375

28

34

218 8 26

285 12 30

f D b g Hole Nr. l

PN40

3

3

250

320

k

1.4 014

1.4 083

1 4 0. 3 1

1.4 084

1.4 084

1 4 01. 4

PTFE

Viton

PTFE

1.4 014

KFC-25

1.4 084

1 4 01. 4

1.4 084

1.4 084

KFC-25

KFC-25

St. Steel

Viton

KFC-25

KFC-25

1.4 014

A2-70

1.4301

1.4301

A2-70

A2-70

A2-70

1.4 013

A2-70

1.4 03 1

1.4 084

1.4 014

1.4301+PTFE

KFC-25

St. Steel



Ball Valves
YHI 250-300
Type: Full Bore

Flanged

* below -10°CFor temperatures , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used

Order Code

Material Code

Temperature

Assembly

Dimensions

Pressure Class

Size

Material Type Cast Iron Cast Steel Stainless Steel

Cast Iron Cast Steel St. SteelPart Name

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

P.Nr Cast Iron Cast Steel St. t elS ePart Name

533 533 395 900 3 425 32 320 12 28 355 450 34 345 12 34

DN

Type

L

PN40 H G D b

Dimensions

PN16

Hole Nr. lf k f D b g Hole Nr. l k

PN40

g

3

PN16

385

YBF.2F.__.00

2

Flanged according to

DIN EN 558/12.serie

PN 16

DN250

YBF.7F.__.00

7

Flanged according to
DIN EN 1092-1

DIN EN 558/12.serie

PN40

DN250

YBF.9F.__.00

9

Flanged according to
DIN EN 1092-1

DIN EN 558/28.serie

PN40

DN250

Side onnet asketB G

O- ingR

Bonnet asketG

Washer

Gasket

Gasket

Washer

Short Handle

Moving andleH Ext.

Bonnet

Valve Stem Bearing

Lower earingB

Ball

Valve Stem

Bonnet

Body

O- ingR

P.Nr

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32 Wire ingR

Lower earing ingB R

Valve Stem Ring

Cotter

Lower earing oltB B

Pin

Stud

Nut

Bolt

Bolt

Safety ingR

Bolt

Washer

Seat ingR

Sealing Element

33 O- ingR

Assembly Size

DIN EN 1092-2

Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

Design and modification rights are reserved
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YHİ 300 610 610 430 1100 4 460 32 370 12 28 410 515 42 410 16 334 450

YHİ 503

YHİ 400

686

762

686

762

460

530

---

---

4

4

520

580

36

38

429

480

16

16

28

31

470

525

4

4

580

660

46

50

465

535

16

16

36

39

510

585

YHİ 250

+180°C - 0°C * + °C3 180 - 0°C * + °C4 180 **

PTFE PTFE PTFE

KFC KFC KFC

PTFE PTFE PTFE

KFC-25 KFC-25 KFC-25

1.4301 1.4301 1.4 013

KFC-25 KFC-25 KFC-25

1.4301 1.4301 1.4 013

0.7040 0.7040 1.4 083

St-42 St-42 1 4 0. 3 1

GJL250 1.0619 1.4 083

GJL250+P GJL250+P 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

1.40 61 1.40 61 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

GJL 250 1.0619 1.4 083

GJL 250 1.0619 1.4 083

Viton Viton Viton

1.4301 1.4301 1.4301

GJL 250

KFC-25 KFC-25 KFC-25

KFC-25 KFC-25 KFC-25

1.4021 1.4021 1.4 013

8.8+ al.G 8.8+ al.G 1.4301

St-42+ al.G St-42+ al.G 1.4301

St-42 St-42 1.4301

8.8+ al.G 8.8+ al.G A2-70

8.8+ al.G 8.8+ al.G A2-70

8.8+ al.G 8.8+ al.G A2-70

1.4301 1.4301 1.4301

8.8+ al.G 8.8+ al.G A2-70

St-37+ al.G St-37+ al.G 1.4 013

GJL 250 1.4 083

PTFE PTFE PTFE

Viton Viton Viton

St. Steel

PTFE

KFC

PTFE

KFC-25

1.4 013

KFC-25

1.4 014

1.4 083

1 4 0. 3 1

1.4 084

1.4 084

1 4 01. 4

1.4 084

1 4 01. 4

1.4 084

1.4 084

Viton

St. t elS e

1.4301

KFC-25

KFC-25

1.4 014

1.4 014

1.4301

1.4301

A2-70

A2-70

A2-70

1.4 014

A2-70

1.4 013

1.4 084

PTFE

Viton





Cast Iron Cast Steel Stainless Steel

YBR.2F.__.00

2

DIN EN 558

PN 16

DN 15/10 - 150/125

7

PN40

DN 15/10 - 150/125

9

PN40

DN 15/10 - 150/125

Ball Valves
YHI 15/10 - 150/125
Type: Reduced Bore

Flanged

* -10°CFor temperatures below , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used 
***For DN15, DN20 and DN 25 : 1.4021

**** DN15 and D 20For N : 1.4401
***** Ck22For DN15 :
****** For DN80/65 and bigger sizes : GJL 250

Order Code

Material Code

Temperature

Assembly

Dimensions

Pressure Class

Size

Material Type

P.No Cast Iron Cast Steel St. SteelPart Name

1

2

3

4

5

6

7

8

9

10 Gland Retainer

St. Steel Washer

Washer

Stuffing Teflon

Washer

Ball Valve Ring

Ball

Valve Stem

Bonnet

Body

86 130 10 15 2 95 14 45 4 14 65 2
89 130 15 20 2 105 16 58 4 14 75 2
106 160 20 25 2 115 16 68 4 14 85 2

110 160 25 32 2 140 18 78 4 19 100 2
123 200 32 40 3 150 18 88 4 19 110 2
130 200 40 50 3 165 20 102 4 19 125 2
137 280 50 65 3 185 20 122 4 19 145

2

147 280 65 80 3 200 22 138 8 19 160
2

186 450 80 100 3 220 24 158 8 19 180
2

200 450 100 125 3 250 26 188 8 19 210
2

130
150
160

180
200
230
290
310
350
325
350 254 650 125 150 3 285 26 212 8 23 240 2

DN

Type L H G d f D

Dimensions Assembly

PN16

g ld1 k D bHole Nr. f

PN40

b

YHI 15/10
YHI 20/15
YHI 25/20

YHI 32/25
YHI 40/32
YHI 50/40
YHI 65/50
YHI 80/65
YHI 100/80
YHI 125/100
YHI 150/120

95 16
105 18
115 18

140 18
150 18
165 20
185 22
200 24
235 24
270 26
300 28

2

P.No Cast Iron Cast Steel St. SteelPart Name

11

12

13

14

15

16

17

18

19

Ball Handle

Nut

Stud

Belleville Washer

Valve Stem Nut

Pin

Safety Ring

Seat Ring

Plastic Handle

45 4 14
58 4 14
68 4 14

78 4 18
88 4 18
102 4 18
122 8 18
138 8 18
158 8 22
188 8 26
218 8 26

g lHole Nr.

65
75
85

100
110
125
145
160
190
220
250

k

(125/100-150/125)

EN 1092-2
Flanged according to DIN Flanged according to DIN

EN 1092-1
Flanged according to DIN
EN 1092-1

DIN EN 558 DIN EN 558

(125/100-150/125) (125/100-150/125)

Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

YBR.7F.__.00 YBR.9F.__.00

Design and modification rights are reserved

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

1 4 0. 3 1.

1.4021 1.4021 1.4021

1.4301 1.4301 1.4 03 1

KFC KFC KFC

PTFE PTFE PTFE

St-42+Gal. St-42+Gal.

1.4301/PTFE 1.4301/PTFE 1.4 03 1/PTFE

1.4016*** 1.4016*** 1.4 03 8****

1 40. 21 1 40. 21 1 4 0. 3 1

GJL 250 1.0619 1.4 03 8

GJL 250 1.0619***** 1.4 03 8

-10°C +180°C -30 *°C +180°C -40 *°C +180°C**

St-42 St-42 1.4301

1.4301

8.8+Gal. 8.8+Gal. A2-70

St-42 St-42

A2-70

50CrV4 50CrV4 1.4 03 1

8.8+Gal. 8.8+Gal.

1.4301

St-42+Gal. St-42 1.4301

55Si7 55Si7

-------- St-42+Gal.****** --------

PvcPvc Pvc

1 4 0. 3 1

1.4021

1.4 03 1

KFC

PTFE

1.4 04 1/PTFE

1.4 04 8****

1 4 0. 4 1

1.4 04 8

1.4 04 8

St. Steel St. Steel

1.4401

1.4301

A2-70

A2-70

1.4 03 1

1.4301

1.4301

--------

Pvc



* below -10°CFor temperatures , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used

YHI 200/150
YHI 250/200

O- ingR

Side onnet asketB G

O- ingR

Bonnet asketG

Gasket

Washer

Gasket

Gasket

Washer

Short Handle

Moving andleH

Bonnet

Valve Stem Bearing

Lower earingB

Ball

Valve Stem

Bonnet

Body

263 650 268 12

Order Code

Material Code

Temperature

Assembly

Dimensions

Pressure Class

Size

34

Material Type

DN

Type L H G d1 f

Dimensions Assembly Size

PN16
b gd Hole Nr. I k D b g

PN40

Cast Iron Cast Steel Stainless Steel

D

P.No Cast Iron Cast Steel St. elStePart Name

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

P.No Cast Iron Cast Steel St. SteelPart Name

19

20

21

22

23

24

25

26

27

28

29

30

31

32

YBR.2F.__.00

2

Flanged according to
DIN EN 1092-2

DIN EN 558/27.serie

PN 16

DN200/150- 250/200

YBR.7F.__.00

7

Flanged according to
DIN EN 1092-1

DIN EN 558/27.serie

PN40

DN200/150- 250/200

YBR.9F.__.00

9

Flanged according to
DIN EN 1092-1

DIN EN 558/27.serie

PN40

DN200/150- 250/200

18

33

34 Lower earing ingB R

Valve Stem Ring

Stud

Lower earing oltB B

Pin

Stud

Nut

Bolt

Bolt

Safety ingR

Bolt

Washer

Seat ingR

Wire ingR

Sealing Element

U- eatS

150 200
200 250

400
450 337 700

3
3

340
405

30
32 320 12

f

23
28

295
355

2
3

375
450 38

285
345

Hole Nr.

12
12

I

30
34

Ball Valves
YHI 200/150 - 250/200
Type: Reduced Bore

Flanged

k

320
385

Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

Design and modification rights are reserved

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

PTFE PTFE PTFE

Viton Viton Viton

PTFE PTFE PTFE

KFC-25 KFC-25 KFC-25

KFC-25 KFC-25 KFC-25

Copper Copper Copper

KFC-25 KFC-25 KFC-25

1.4301 1.4301 1.4 013

0.7040 0.7040 1.4 083

St-42 St-42 1 4 0. 3 1

GJL 250 1.0619 1.4 083

GJL250+P GJL250+P 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

1.4016 1.4016 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

GJL 250 1.0619 1.4 083

GJL 250 1.0619 1.4 083

-10°C +180°C -30 *°C +180°C -40 * **°C +180°C

Viton Viton Viton

KFC-25 KFC-25 KFC-25

KFC-25 KFC-25 KFC-25

1.4021 1.4021 1.4 013

8.8+ al.G 8.8+ al.G A2-70

St-42+ al.G St-42+ al.G 1.4301

St-42 St-42 1.4301

8.8+ al.G 8.8+ al.G A2-70

8.8+ al.G 8.8+ al.G A2-70

8.8+ al.G 8.8+ al.G A2-70

55si7 55si7 1.4 013

8.8+Gal 8.8+Gal A2-70

St-37+ al.G St-37+ al.G 1.4 03 1

GJL250+P GJL250+P 1.4 083

1.4301 1.4301 1.4 013

1.4301+PTFE 1.4301+PTFE 1.4301+PTFE

KFC-25 KFC-25 KFC-25

St. elSte

PTFE

Viton

PTFE

KFC-25

KFC-25

Copper

KFC-25

1.4 014

1.4 084

1 4 0. 4 1

1.4 084

1.4 084

1 4 01. 4

1.4 084

1 4 01. 4

1.4 084

1.4 084

St. Steel

Viton

KFC-25

KFC-25

1.4 014

A2-70

1.4301

1.4301

A2-70

A2-70

A2-70

1.4 013

A2-70

1.4 03 1

1.4 083

1.4 013

1.4301+PTFE

KFC-25



Ball Valves
YHI 300/250
Type: Reduced Bore

Flanged

* -10°CFor temperatures below , stud and nut material should be stainless steel

YHI 300/250 500 395 900 4 460 32 370 12 28 410 515

Order Code

Material Code

Temperature

Assembly

Dimensions

Pressure Class

Size

44 410 16 34

Material Type

DN

Type L H G
D b

Dimensions Assembly Size

PN16

Hole Nr. lf k f D b g Hole Nr. l k

PN40

Cast Iron Cast Steel Stainless Steel

g

2

P.No Cast Iron Cast Steel St. SteelPart Name

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

P.No Cast Iron Cast Steel St. SteelPart Name

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

YBR.2F.__.00 YBR.7F.__.00 YBR.9F.__.00

2 7 9

Flanged according to
DIN EN 1092-2

Flanged according to
DIN EN 1092-1

Flanged according to
DIN EN 1092-1

DIN EN 558/27.serie DIN EN 558/27.serie DIN EN 558/27.serie

PN 16 PN40 PN40

DN300/250 DN300/250 DN300/250

Side onnet asketB G

O- ingR

Bonnet asketG

Gasket

Washer

Gasket

Gasket

Washer

Short Handle

Moving andleH

Bonnet

Valve Stem Bearing

Lower earingB

Ball

Valve Stem

Bonnet

Body

Wire ingR

Lower earing ingB R

Valve Stem Ring

Cotter

Lower earing oltB B

Pin

Stud

Nut

Bolt

Bolt

Safety ngRi

Bolt

Washer

Seat ngRi

Sealing Element

O- ingR

d d1

250 300 450

Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

Design and modification rights are reserved

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

-10°C +180°C -30 *°C +180°C -40 * **°C +180°C

PTFE PTFE PTFE

Viton Viton Viton

PTFE PTFE PTFE

KFC-25 KFC-25 KFC-25

KFC-25 KFC-25 KFC-25

1.4301 1.4301 1.4301

KFC-25 KFC-25 KFC-25

1.4301 1.4301 1.4 013

0.7040 0.7040 1.4 083

St-42 St-42 1 4 0. 3 1

GJL 250 1.0619 1.4 083

GJL250+P GJL250+P 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

1.4016 1.4016 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

GJL 250 1.0619 1.4 083

GJL 250 1.0619 1.4 083

1.4301 1.4301

KFC-25 KFC-25

KFC-25 KFC-25

1.4021 1.4021

8.8+Gal. 8.8+Gal.

St-42+Gal. St-42+Gal.

St-42 St-42

8.8+Gal. 8.8+Gal.

8.8+Gal. 8.8+Gal.

8.8+Gal. 8.8+Gal.

55Si7 55Si7

8.8+Gal. 8.8+Gal.

St-37+Gal. St-37+Gal.

GJL250 GJL250

PTFE PTFE

Viton Viton

1.4 013

KFC-25

KFC-25

1.4 013

1.4301

1.4301

1.4301

A2-70

A2-70

A2-70

1.4301

A2-70

1.4 013

1.4 083

PTFE

Viton

** For temperatures upto +200°C, KFC sealing ring should be used

St. Steel

PTFE

Viton

PTFE

KFC-25

KFC-25

1.4 014

KFC-25

1.4 014

1.4 084

1 4 0. 4 1

1.4 084

1.4 084

1 4 01. 4

1.4 084

1 4 01. 4

1.4 084

1.4 084

St. Steel

1.4 013

KFC-25

KFC-25

1.4 014

1.4 014

1.4301

1.4301

A2-70

A2-70

A2-70

1.4301

A2-70

1.4 014

1.4 084

PTFE

Viton



Cast Iron Cast Steel Stainless Steel

YBR.2F.__.04

2

Flanged according to

DIN EN 558/27.serie

PN 16

DN65/50 - 100/80

YBR.7F.__.04

7

Flanged according to

DIN EN 558/27.serie

PN40

DN65/50 - 100/80

YBR.9F.__.04

Flanged according to

DIN EN 558/27.serie

PN40

DN65/50 - 100/80

9

* -10°CFor temperatures below , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used

Order Code

Material Code

Temperature

Assembly

Dimensions

Pressure Class

Size

Material Type

P.No Cast Iron Cast Steel St. SteelPart Name

1

2

3

4

5

6

7

8

9

10

P.No Cast Iron Cast Steel St. SteelPart Name

11

12

13

14

15

16

17

18

19
Gland Retainer

St. Steel Washer

Washer

Stuffing eflonT

Washer

Ball Valve Ring

Ball

Valve Stem

Bonnet

Body

Pin

Safety ingR

Belle ille asherv W

Valve Stem Nut

Nut

Stud

Plastic andH le

Ball andleH

Seat ingR

20 185 17 122 4 18 145 15
16 204 21 136 8 18 160 16
16 225 21 136 8 18 180 16

DN

Type L

H

G d f D

Dimensions Assembly Size

PN16

g ld1 kHole Nr. f

PN40

bPN16

131
131

YHI 65/50
YHI 80/65
YHI 100/80

170
180
190 169

PN40

121
131
150

280 50 65
280 65 80
450 80 100

188 19 122 8 18
204 21 136 8 18
235 21 162 8 22

Hole Nr. lD b g

145
160
190

k

DIN EN 1092-2 DIN EN 1092-1 DIN EN 1092-1

Ball Valves
YHI /5065 -100/80
Type: Short Reduced

FlangedBore,

Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

Design and modification rights are reserved

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

1.4021 1.4021 1.4021

1.4301 1.4301 1.4 013

KFC KFC KFC

PTFE PTFE PTFE

St-42+Gal. St-42+Gal. 1.4301

1.4301/PTFE 1.4301/PTFE 1.4301/PTFE

1.40 61 1.40 61 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

GJL 250 1.0619 1.4 083

GJL 250 1.0619 1.4 083

St42+Gal. St42+Gal. 1.4301

55Si7 55Si7 1.4301

50CrV4 50CrV4 1.4301

8.8+Gal. 8.8+Gal. A2-70

8.8+Gal. 8.8+Gal. A2-70

St-42 St-42 1.4301

Pvc Pvc Pvc

St-42 St-42 1.4301

-------- GJL 250 --------

-10°C +180°C -30 *°C +180°C -40 *°C +180 °C**

St. Steel

1.4021

1.4 014

KFC

PTFE

1.4301

1.4 04 1/PTFE

1.4 084

1 4 01. 4

1.4 084

1.4 084

St. Steel

1.4301

1.4301

1.4301

A2-70

A2-70

1.4301

Pvc

1.4401

--------



Ball Valves
YHSVI 2"- "1/ 4
Type: Full Bore

Butt Welded

* below -10°CFor temperatures , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used

11

Stainless Steel

Order Code

Material Code

Temperature

Dimensions

Pressure Class

Size

Material Type Cast Steel

YB .7 .__.0F A 0

7

DIN EN 12627

PN40

DN 2"-4"1/

YB .9 .__.0F A 0

9

DIN EN 12627

PN40

DN 2"-4"1/

P.No Cast Steel St. SteelPart Name

1

2

3

4

5

6

7

8

9

10 Gland Retainer

St. Steel Washer

Washer

Stuffing eflonT

Washer

Ball Valve Ring

Ball

Valve Stem

Bonnet

Body

P.No Cast Steel St. SteelPart Name

12

14

15

16

17

19 Stud

Safety ingR

Belle ille asherv W

Nut

13 Plastic Handle

18 Pin

Valve Stem Nut

Seat ingR

Ball Handle

Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

Design and modification rights are reserved

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

1.4021 1.4 03 1

1.4301 1.4301

KFC KFC

PTFE PTFE

St-42+Gal 1.4 03 1

1.4301/PTFE 1.4301/PTFE

1.40 61 1.4 083

1 40. 21 1 4 01. 3

1.0619 1.4 083

1.0619 1.4 083

St-42 1.4301

8.8+Gal. A2-70

55Si7 A2-70

50CrV4 50CrV4

8.8+Gal. A2-70

Pvc Pvc

St-42 1.4301

St-37 +Gal. --------

St-42 1.4301

-30 *°C +180°C -40 *°C +180 °C**

St. Steel

1.4 02 1

1.4 014

KFC

PTFE

1.4 03 1

1.4301/PTFE

1.4 084

1 4 01. 2

1.4 084

1.4 084

St. Steel

1.4301

A2-70

A2-70

50CrV4

A2-70

Pvc

1.4301

--------

1.4301

YHSVİ "1/2 75 64 126 16 18 2

YHSVİ "3/4 90 67 126 20 22 2,5

YHSVİ "1 100 83 144 25 28 2,5

YHSVİ "1 1/4 110 89 144 32 35 3

DN

Tip L H G d1

Dimensions Assembly Size

d t

YHSVİ 2" 150 108 204 51 54 3,5

YHSVİ 2 1/2" 190 150 252 65 69 3,5

YHSVİ 3" 220 161 252 80 84 4

YHSVİ 4" 270 180 292 100 104 5

YHSVİ "1 1/2 125 100 204 38 43 3





Ball Valve
YHI 1/2"/10 - 2 "/501/2

Type: Reduced Bore
Screwed

YHMI 1/2"/10 75 57 105 27 10

YHMI 3/4"/15 80 60 105 32 15
YHMI 1"/20 90 106 160 41 20
YHMI 1 1/4"/25 110 110 160 50 25
YHMI 1 1/2" /32 120 123 200 55 32
YHMI 2" /40 140 130 200 70 40
YHMI 2 1/2"/50 185 137 280 95 50

R 1/2" 15

R 3/4" 16
R 1" 19

R 1 1/4" 21
R 1 1/2" 21

R 2" 25
R 2 1/2" 30

Material Code

Temperature

Size

Material Type Cast Iron Cast Steel Stainless Steel

P.No Cast Iron Cast Steel St. SteelPart Name

1

2

3

4

5

6

7

8

9

10

P.No Cast Iron Cast Steel St. SteelPart Name

11

12

13

14

15

16

17

18

19

DN

Type L H G AA d1

Dimensions Assembly Size

d

Order Code (screwed)

Dimensions (screwed)

Pressure Class

t1

Screwed according to DIN EN ISO 228-1

YBR.2M.__.00

2

PN 16

DN 1/2"/10  -  2 1/2"/50

YBR.7M.__.00

7

Screwed according to DIN EN ISO 228-1

P 100 DN 1/2"-1"    PN63 DN 1 1/4"-2"N
PN 40 DN 2 1/2"

DN 1/2"/10  -  2 1/2"/50

YBR.9M.__.00

9

Screwed according to DIN EN ISO 228-1

P 100 DN 1/2"-1"    PN63 DN 1 1/4"-2"N
PN 40 DN 2 1/2"

DN 1/2"/10  -  2 1/2"/50

Gland Retainer

St. Steel Washer

Washer

Stuffing eflonT

Washer

Ball Valve Ring

Ball

Valve Stem

Bonnet

Body

Seat ingR

Plastic Handle

Pin

Safety ingR

Belle ille asherv W

Valve Stem Nut

Nut

Stud

Ball andleH

Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

* -10°CFor temperatures below , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used 
*** For DN15, DN20 and DN25 : 1.4104

**** 1.4401For DN15 and DN20 :
***** Ck22For DN15 :

Design and modification rights are reserved

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

-10°C +180°C -30 *°C +180°C -40 *°C +180 °C**

1.4021 1.4021 1.4021

1.4301 1.4301 1.4 013

KFC KFC KFC

PTFE PTFE PTFE

St-42+Gal. St-42+Gal. 1.4301

1.4301/PTFE 1.4301/PTFE 1.4 01/3 PTFE

1.40 6***1 1.40 6***1 1.4 08****3

1 40. 21 1 40. 21 1 4 01. 3

GJL 250 1.0619 1.4 083

GJL 250 1.0619***** 1.4 083

---------------- St-37+Gal.

Pvc Pvc Pvc

St-42 +Gal. St-42 +Gal. 1.4301

55Si7 55Si7 1.4301

50CrV4 50CrV4 1.4301

8.8+Gal. 8.8+Gal. A2-70

8.8+Gal. 8.8+Gal. A2-70

St-42 St-42 1.4301

St-42 St-42 1.4301

St. Steel

1.4104

1.4 014

KFC

PTFE

1.4301

1.4 01/3 PTFE

1.4 08****4

1 4 01. 4

1.4 084

1.4 084

St. Steel

--------

Pvc

1.4301

1.4301

1.4301

A2-70

A2-70

1.4301

1.4301



Ball Valves
YHMI 1/4"-3"
YHSI / "-13 8 1/2"

Type: Full Bore
Screwed/Socket

60 11
60 18
75 22
80 27,5
90 34,5
110 43
120 49
140 ---
185 ---

YHMI 1/4"
YHMI 3/8"
YHMI 1/2"
YHMI 3/4"
YHMI 1"
YHMI 1 1/4"
YHMI 1 1/2"
YHMI 2"
YHMI 2 1/2"
YHMI 3" 205

57
57
60
106
110
123
130
137
145
185

105
105
105
160
160
200
200
280
295
450

27
27
32
41
50
55
70
75
95
115

10
10
15
20
25
32
40
50
65
80

R 1/4"
R 3/8"
R 1/2"
R 3/4"
R 1"
R 1 1/4"
R 1 1/2"
R 2"
R 2 1/2"
R 3" ---

10,5
11,5
15
16
19
21
21
25
30
37

10
10
10
13
13
13
13
---
---
---

Order Code (so ket)c

Material Code

Temperature

Size

Material Type

DN

Type L H G AA
Screwed

Dimensions Assembly Size

d1
d

Screwed

Order Code ( )screwed

Dimensions (so ket)c

Dimensions ( )screwed

Pressure Class

Socket

t1

Socket

* -10°CFor temperatures below , stud and nut material should be stainless steel
** For temperatures upto +200°C, KFC sealing ring should be used 
*** For DN15, DN20 and DN25 : 1.4104

**** 1.4401For DN15 and DN20 :
***** Ck22For DN15 :

YHSI (S )ocketYHMI ( )Screwed
Fluid Types
Water, hot water, pressurized air, LPG, gas, etc.

Design and modification rights are reserved

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

1.0619***** 1.4 083

GJL 250 1.0619 1.4 083

1 40. 21 1 40. 21 1 4 01. 3

1.40 6***1 1.40 6***1 1.4 08****3

1.4301/PTFE 1.4301/PTFE 1.4 01/3 PTFE

St-42+Gal. St-42+Gal. 1.4301

PTFE PTFE PTFE

KFC KFC KFC

1.4301 1.4301 1.4 013

1.4021 1.4021 1.4021

St-42 St-42 1.4301

St-42 St-42 1.4301

8.8+Gal. 8.8+Gal. A2-70

8.8+Gal. 8.8+Gal. A2-70

50CrV4 50CrV4 55Si7

55Si7 55Si7 1.4301

St-42+Gal. St-42+Gal. 1.4301

-------- St-37+Gal. --------

Pvc Pvc Pvc

0.7040

1 40. 21

1.40 6***1

1.4301/PTFE

St-42+Gal.

PTFE

KFC

1.4301

1.4021

GJL 250

0.7040

St-42

St-42

8.8+Gal.

8.8+Gal.

50CrV4

55Si7

St-42+Gal.

--------

Pvc

Cast Iron

DN1/4"-3"

PN 16

2

Screwed according to

YBF.2M.__.00

--------

DIN EN ISO 228-1

Cast Steel

DIN EN 12760  socket

Screwed according to DIN EN ISO 228-1

7

YBF.7M.__.00

YBF.7S.__.00

DN1/4"-3" YHMI

DN3/8"-1 1/'2" YHSI

P 100 DN 1/4"-3/4"PN63 DN 1"-1 1/2"N
PN 40 DN2"-3"

Stainless Steel

DN3/8"-1 1/'2" YHSI

DN1/4"-2"

P 100 DN 1/4"-3/4"PN63 DN 1"-1 1/2"N
PN 40 DN2"-3"

DIN EN 12760  socket

Screwed according to DIN EN ISO 228-1

9

YBF.9M.__.00

YBF.9S.__.00

Ductile Iron

DN1/4"-3"

PN 25

8

Screwed according to

YBF.2M.__.00

--------

DIN EN ISO 228-1

-10°C +180°C -30 *°C +180°C -40 *°C +180 °C**-10°C +180°C

P.No Cast Iron Cast Steel St. SteelPart Name Ductile Iron P.No Cast Iron Cast Steel St. SteelPart Name Ductile Iron

Body

Bonnet

Valve Stem

Ball

Ball Valve Ring

Washer

Stuffing eflonT

Washer

St. Steel Washer

Gland Retainer

Ball andleH

Stud

Nut

Valve Stem Nut

Belle ille asherv W

Safety ingR

Pin

Seat ingR

Plastic Handle

1.4 084

1.4 084

1 4 01. 4

1.4 08****4

1.4 01/4 PTFE

1.4301

PTFE

KFC

1.4 014

1.4104

St. Steel

1.4401

1.4301

A2-70

A2-70

1.4301

1.4301

1.4301

--------

Pvc

St. Steel
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Product Code

2YBF

YBF Full Bore
YBR Reduced Bore

F

Assembly Type

F
M
S
A

Flanged
Screwed
Socket
Butt Welded

Material Code
2
8
7
9

Cast Iron
Ductile Iron
Cast Steel
Stainless Steel

00

Norms

00
01
02

DIN
ASA 150
ASA 300

Dimensions

40

DN
DN 20 -
DN 25 -
DN 32 -
DN 40 -
DN 50 -
DN 65 -
DN 80 -
DN 100 -
DN 125 -
DN 150 -
DN 200 -
DN 250 - 86

15 -15
20
25
32
40
50
65
80

81
82
83
84

Dimensions

DN
DN 20/15 -
DN 25/20 -
DN 32/25 -
DN 40/32 -
DN 50/40 -
DN 65/50 -
DN 80/65 -
DN 100/80 -
DN 125/100 -
DN 150/125 -
DN 200/150 -
DN 250/200 -
DN 300/250 -

15/10 - 15
20
25
32
40
50
65
80
81

82
83
84
86
87

VALVE ORDER

You can use the following encoding system in your orders.

Example: YBF.2F.40.00

Parameters Used for
Valve Orders

1- Valve Type

2- Quantity

3- Valve Size

4- Max. Operating Pressure

5- Max. and Min. Operating Temperatures

6- Connection Type

(Flanged, Screwed, Socket or Butt Welded)

7- Fluid

(Concentration and other specifications)

8- Actuation Type

9- Using Purpose

Fully open or fully closed, throttling element

10- Special requests

(Material, control, etc.)

Water, hot water, air, gas, steam, LPG, oil, thermal oil, acid, base, etc.

Ball Valve, Cast Iron, Flanged, Full Bore, DN40, DIN Norm

Design and modification rights are reserved

It is important that you should specify the parameters stated
below to choose the suitable valve. Please contact us for
unclear issues.
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CE 2354

PED 97/23 EC / III MODULE H

ISO 9001-2008 AD 2000 - W 0

MANUFACTURING QUALIFIED CERTIFICATEQUALITY MANAGEMENT SYSTEM

FIRE SAFE GOSTFIRE SAFE

ALL PRODUCTSBALL VALVES - CAST STEEL PISTON VALVES - CAST STEEL

TPED 99 36

TRANSPORTABLE PRESSURE

Piston Valves DN15 - DN50

Balanced Piston Valves DN65 - DN200

Y SetsX - GT Ring DN15 - DN200

Bellows Sealed Globe Valves DN15 - DN300

Globe Valves DN15 - DN300

Boiler Blowdown Valves DN32 - DN50

Ball Valves DN15 - DN 004

T Type Strainers DN15 - DN300

Y Type Strainers DN15 - DN500

Expansion Joints DN25 - DN2500

Manometer Cocks 1/2''

Ball Valves (for natural gas) D 15 - DN 00N 4

Ball Valves Monoball DN15 - DN100

Check Valves DN15 - DN300

Disc Check Valves D 25 - DN100N

Dual Plate Check Valves DN40 - DN400

Butterfly Valves DN32 - DN500

YAKACIK VALF Products

Cryogenic Valves DN15 - DN50

Level Gauges PBR - UPR - UPTY Y Y

Transparent Gauge Glass

Safety Valves DN 20 32 - DN 100 150x x

Fire Hydrants DN80 - DN150

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

Piston Valves DN15 - DN50

Balanced Piston Valves DN65 - DN200

Y SetsX - GT Ring DN15 - DN200

Bellows Sealed Globe Valves DN15 - DN300

Globe Valves DN15 - DN300

Boiler Blowdown Valves DN32 - DN50

Ball Valves

T Type Strainers DN15 - DN300

Y Type Strainers DN15 - DN500

Expansion Joints DN25 - DN2500

Manometer Cocks 1/2''

Ball Valves (for natural gas) D 15 - DN 00N 4

Ball Valves Monoball DN15 - DN100

Check Valves

Butterfly Valves DN32 - DN500

YAKACIK VALF Products

Cryogenic Valves DN15 - DN50

Level Gauges PBR - UPR - UPTY Y Y

Transparent Gauge Glass

Fire Hydrants

DN15 - DN 004

Disc Check Valves

Dual Plate Check Valves

Safety Valves

DN80 - DN150

DN40 - DN400

DN15 - DN300

D 25 - DN100N

DN 20 32 - DN 100 150x x

Phone:+90 216 309 72 50 Fax: +90 216 377 98 01Phone:+90 216 309 72 50 Fax: +90 216 377 98 01

EQUIPMENT DIRECTIVE

Kocaeli
İzmir
Trakya

Gsm :
Gsm :
Gsm :

+90 532 453 25 27
+90 533 591 93 98
+90 530 370 40 96

İstanbul Deri Organize Sanayi Bölgesi
Tabak Sk. No:4 N7-2 Özel Parsel
34956 Tuzla / iSTANBUL / TÜRKİYE
Tel: +90 216 309 72 50 (Pbx)     Faks: +90 216 377 98 01
www.yakacikvalf.com.tr  info@yakacikvalf.com.tr

https://twitter.com/yakacikvalf

YAKACIK VALF A. .SAN. ve TİC. ŞYAKACIK VALF A. .SAN. ve TİC. Ş

https://facebook.com/yakacikvalf

YAKACIK VALF A. .SAN. ve TİC. ŞYAKACIK VALF A. .SAN. ve TİC. Ş

Ankara Gsm :+90 530 497 51 08


	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	MB Dimensions.PDF
	Sheet1
	Drawing View1


	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	
	Sheet1
	Teknik Resim Görünümü1
	Kesit Görünümü B-B


	Blank Page
	Blank Page
	Blank Page



