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Body

Bottom Bonnet

Gland Retainer

Stroke Bush Support

Setting Bolt

Lock Screw

Handle Extension
Spring
Gasket
Gasket
Sealing Ring
Sealing Ring
Sealing Ring
Bolt
Bolt
Nut
Nut
Snap Ring

Material
1.0619

1.0619

1.0619

1.4021

1.4021

1.4021

1.0619

1.0619

Ms-58

Ms-58

Ms-58

St-37

St-37

1.0619

St-40

Klingerit

Cu
YX-GT

YX-GT

KFC

8.8+Gal.

8.8+Gal.

8.8+Gal.

8.8+Gal.

55Si7

Bonnet
Handle
Piston

Lantern Bush
Bottom Ring Holder

Gland Bush
Stroke Bush

Pin

1.4301

Boiler Blowdown Valve is used to discharge the accumulated sediments like dirt and crust, in 
pressure vessels and steam boilers. Stainless steel piston and elastic sealing ring ensure sealing 
with high safety. By spring return design, pushing down the handle enables very fast opening, and 
releasing the handle closes the valve spontaneously.

Boiler Blowdown Valve 
DN 32-40-50
Type: AKV

AKV 32/40 32 1     ¼" 200 140 18 78 2 4 18 100

DN

Type mm inch b g

Nominal Dia. Assembly Size

Hole Nr. lD kfH

329

Dimensions

L
Weight

kg

23
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Design and modification rights are reserved

AKV 40 40 1     ½" 200 150 18 88 3 4 18 110329 21
AKV 50/40 50   2" 200 165 20 102 3 4 18 125329 25

PN40
Sizes: DN 32-40-50 mm
Pressure Rating: PN40
Dimensions: DIN 3202-F1
Connections: DIN 2545 (Flanged)
Temperature: -40 °C +300 °C
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BOILER BLOWDOWN VALVE 

Type : AKV  

Size : DN32 – DN40 – DN50 

Temperature Pressure Diagram 

Gasket : Graphite
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BOILER BLOWDOWN VALVE 

Type : AKV  

Size : DN32 – DN40 – DN50 

Temperature Pressure Diagram 

Gasket : Klingerit



CE 2580

PED 97/23 EC / III MODULE H 

ISO 9001-2008 AD 2000 - W 0

MANUFACTURING QUALIFIED CERTIFICATEQUALITY MANAGEMENT SYSTEM

FIRE SAFE EACFIRE SAFE

ALL PRODUCTSBALL VALVES - CAST STEEL PISTON VALVES - CAST STEEL

TPED 99 36

TRANSPORTABLE PRESSURE

Piston Valves DN15 - DN50
Balanced Piston Valves DN65 - DN200
YX - GT Ring Sets  DN15 - DN200
Bellows Sealed Globe Valves DN15 - DN300
Globe Valves DN15 - DN300
Boiler Blowdown Valves DN32 - DN50 

T Type Strainers  DN15 - DN300
Y Type Strainers DN15 - DN500
Expansion Joints DN25 - DN2500

Manometer Cocks 1/2''
Ball Valves (for natural gas) DN15 - DN400
Ball Valves Monoball DN15 - DN100
Check Valves  DN15 - DN300
Disc Check Valves DN25 - DN100
Dual Plate Check Valves  DN40 - DN400
Butterfly Valves DN32 - DN500

YAKACIK VALF Products

Cryogenic Valves DN15 - DN50

Level Gauges YPBR - YUPR - YUPT
Transparent Gauge Glass
Safety Valves  DN 20x32 - DN 100x150
Fire Hydrants DN80 - DN150
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Piston Valves DN15 - DN50
Balanced Piston Valves DN65 - DN200
YX - GT Ring Sets  DN15 - DN200
Bellows Sealed Globe Valves DN15 - DN300
Globe Valves DN15 - DN300
Boiler Blowdown Valves DN32 - DN50 

T Type Strainers  DN15 - DN300
Y Type Strainers DN15 - DN500
Expansion Joints DN25 - DN2500

Manometer Cocks 1/2''
Ball Valves (for natural gas) DN15 - DN400
Ball Valves Monoball DN15 - DN100
Check Valves

Butterfly Valves DN32 - DN500

YAKACIK VALF Products

Cryogenic Valves DN15 - DN50

Level Gauges YPBR - YUPR - YUPT
Transparent Gauge Glass

Fire Hydrants

Disc Check Valves
Dual Plate Check Valves

Safety Valves
DN80 - DN150

 DN40 - DN400

 DN15 - DN300
DN25 - DN100

 DN 20x32 - DN 100x150
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EQUIPMENT DIRECTIVE

Ball Valves  DN15 - DN400Ball Valves  DN15 - DN400

İstanbul Deri Organize Sanayi Bölgesi
Tabak Sk. No:4 N7-2 Özel Parsel
34956 Tuzla / iSTANBUL / TÜRKİYE
Tel: +90 216 309 72 50 (Pbx)     Faks: +90 216 377 98 01
www.yakacikvalf.com.tr  info@yakacikvalf.com.tr

https://twitter.com/yakacikvalf

YAKACIK VALF SAN. ve TİC. A.Ş.

https://facebook.com/yakacikvalf

YAKACIK VALF SAN. ve TİC. A.Ş.

https://instagram.com/yakacikvalfKocaeli

İzmir

Trakya
Gsm :

Gsm :

Gsm :
+90 530 370 40 96

+90 533 591 93 98

+90 530 370 40 96

Ankara Gsm :+90 530 497 51 08
Adana Gsm :+90 530 497 51 08

Gaziantep Gsm :+90 530 497 51 08
Bursa Gsm :+90 530 370 40 96

Karadeniz Gsm :+90 530 370 40 96
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